


STANDARD ELECTRODE TYPES & SPECIFICATION

Measurand Model No. Range Accuracy Type pH Range Range °C Applications
Free Chlorine 600/CL4.IN 0-10mg/l

(ppm)
0.01 ppm 2 Electrodes

4 Wire
5.5 – 8 0 - 45 Swimming Pools

Industrial Waste
600/CL4.IH 0-2 ppm 0.01 ppm 2 Electrodes

4 Wire
5.5 – 8 0 - 45 Potable Water

600/CL2.I 0-2 ppm 0.01 ppm 2 Electrodes
4 Wire

5.5 – 8 0 - 45 Salt Water

600/CL4.IMA2 0-2 ppm 0.01 ppm 2 Electrodes
2 Wire

5.5 – 8 0 - 45 Potable Water

600/CL4.IMA5 0-10 ppm 0.01 ppm 2 Electrodes
2 Wire

5.5 – 8 0 - 45 Swimming Pool
Industrial Water

Total Chlorine 600/CP2MA2 0-2 ppm 0.01 ppm 3 Electrodes
2 Wire

Not pH
Dependent

0 - 45 Potable Water

(There is a fuller range - information on request)
Chlorine Dioxide 600/CD4MA5 0-5 ppm 0.01 ppm 2 Electrodes

2 Wire
1 – 14 0 - 45 Potable Water

Ozone 600/OZIMA2 0-2 ppm 0.01 ppm 2 Electrodes
2 Wire

1 – 14 0 -  45 Potable Water

Peracetic Acid 600/PES7N 0-2000
ppm

1 ppm 2 Electrodes
4 Wire

2 – 12 0 -  45 Disinfection

Hydrogen
Peroxide

600/WP7Un 0-2000
ppm

1 ppm 2 Electrodes
4 Wire

2 – 12 0 - 45 Disinfection

* The majority of sensors are supplied with automatic temperature compensation
The above is a selection of the more popular models but we can provide other sensors to suit customer requirements.

Instrumentation

Any of the above sensors can be integrated with the C90/600 series of
the instrumentation for monitoring or control purposes.
The C90 features include:
• Dual Display
• Sensor Diagnostics
• Signal Output and Control Set Points
• Automatic Compensation
• Power Loss Protection
• Auto Clean
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